2-1/2" ND.(5.79 1b/ft)

Symmetrical about ¢_ot End, Intermediate,
Gate, and Corner Posts

10°-0" 0.C. (Maximum)

Additional Fencing

1-1/4" N.D. (2.27Ib/ft)
Top Rail Cont.

Post Cap (Tack Weld

as required

Eye Top Cap at
End, Intermediate, Gate to Post) Kouckled Lhe Post (fyp.)
and Corner Posts Rail End /_ Fabric Top
\ Chain Link Fabric |
No. 9 Ga. 2" Mesh
£
©
X . 1-1/4" ND. (2.27 Ib/ft)
) Tension Bar Bracing at Intermediate, OO
Corner, Gate and Ends RS /2’ N.D.(3.65 Ib/ft). |
: Tension Band Rail End (Typ)—_ Line Post
o . .
~ 3/8” Dia. Threaded Truss Rod w/ _ /
Attachments @ Ends, Intermediate, /
:_[1/2" Conc. Gate and Corner Posts _ ==
© | cfown (Trowel )k 1/2" Conc. Crown
N el Truss _ (Trowel Finished)
# | Finished) Tightener 2" Fabric )
C|ear0nce_l y_FirIIShed Grade
T : : T 7- I L\%ﬂ%ﬂ:ﬂ%gﬁ T B ]
L1t §7L No. 7 Ga. Tension Wire Knuckled il ST T ST
5 Ik 1 Cont. w/Hog Rings @ Fabric T H E)
| | 127 o.c. Bottom 1 111
™ Il Conc. Footing ! i
’U' \Conc. Footing (Class "B” Conc.)—/ i
[~ (Class "B" Conc.) f_3"
3”J
1'-0" 1'-0"
(Rd.) (Rd.)

NOTES:

1. All pipe and post sizes are nominal diameter (N.D.).
2. Chain link fabric, pipes, fitting, fasteners, truss rod, posts, 8.
hog rings and tension wire shall be hot-dip galvanized.

3. Chain link fabric shall be continuous and fastened to end,
intermediate, gate and corner posts by tension bars with
tension bands evenly spaced at 15" o.c. (max.).

4. Wire fastenings shall be No. 12 gauge galvanized tie wire.

5. Chain link fabric shall be fastened to line posts with wire
fastenings evenly spaced at 12” o.c. (max.).

6. Chain link fabric shall be fastened to horizontal rails with
wire fastenings evenly spaced at 12" o.c. (max.).

7. All wire fastening ends shall be wrapped around chain link

a minimum of two complete turns. (Hooking of wire ends

shall not be permitted).

10.
knuckled.
1.

12.

13.
14.

15.

Chain link fabric shall be fastened to truss rod and tension
wire with No. 9 gauge hog rings at 12" o.c.

9. No splicing shall be allowed on all straight—run pipes.

Top and bottom selvages of chain link fabric shall be

Install intermediate posts at 200° max. intervals.

All field welds and damaged galvanized surfaces shall be
painted with two coats of Z.R.C. cold galvanizing compound.
All fence posts shall be installed evenly spaced.

After installation, all bolt ends shall be cut flush with

the nuts and ground smooth.

Tension wire together with chain link fabric shall be fastened
to line post with No.12 gauge galv. tie wire.
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